
UJ-DFC ENGINEERING AND SCIENCE BUILDING

LIGHT FITTING SCHEDULE

TYPE QTY DISCRIPTION PICTURE AREA 

C1 18

13W LED COOL WHITE, 

SURFACE MOUNTED NON-

DIMMABLE DOWNLIGHT 

COMPLETE WITH DRIVER.                               

COLOUR - WHITE

ABLUTIONS AND 

PASSAGE 

C2 37

13W LED COOL WHITE, 

RECESSED NON-DIMMABLE 

DOWNLIGHT COMPLETE WITH 

PUSH AND LOCK MODULE 

INCLUDING DRIVER.                               

COLOUR - WHITE

ABLUTIONS 

61S 3

25W LED COOL WHITE 4000K, 

SURFACE MOUNTED 

DOWNLIGHT COMPLETE WITH 

DRIVER. IP66                                                               

COLOUR - BLACK

MAIN ENTRANCE 

LOBBY

F4 188

36W, 1200x300mm SURFACE 

MOUNTED LED PANEL 

LUMINAIRE COMPLETE WITH 

COOL WHITE LAMPS AND 

PRISMATIC DIFFUSER.                                    

COLOUR - POWDER COATED 

FINISH

LABORATORIES, 

FOYERS, PREP 

ROOM, 

CORRIDORS,  

EQUIPMENT ROOM, 

OFFICES AND 

SERVER ROOM.

23A 4

50W, 1200x600mm RECESSED 

MOUNTED LED PANEL 

LUMINAIRE COMPLETE COOL 

WHITE LAPMS AND PRISMATIC  

DIFFUSER.                                     

COLOUR - POWDER COATED 

FINISH

TEA ROOMS

54 18

20W LED COOL WHITE, WALL 

MOUNTED DECORATIVE 

BULKHEAD  LUMINAIRE 

COMPLETE WITH 

WEATHERPROOF DIFFUSER.                                     

COLOUR - BLACK

EXTERNAL WALL, 

STORES, DUCTS 

AND REFUSE YARD



70 1

100W LED COOL WHITE, 

FLOODLIGHT COMPLETE WITH 

REFLECTOR AND HIGH-

IMPACT RESISTANCE GLASS. 

IP66                                     

COLOUR - BLACK

ROOF


